
FRONT VIEW ( 1:10 )

TOP VIEW ( 1:10 )

3D VIEW ( 1:10 )

3D DETAIL VIEW ( 1:15 )
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                                                                                Copyright: TRI Underground Australia Pty Ltd 

 
This instruction and all the information herein is the property of TRI Underground PTY LTD. It must not be copied, made public or used 

directly or indirectly, including manufacture of the product shown herein, without written approval. This instruction is loaned subject 

to these conditions and subject to return on demand.

                                                                                                                                                                                      Commercial in confidence

Material

Finish

Weight

General Notes;

1. All dimensions are in mm

2. Tolerance on all dimensions ± 3 mm unless stated otherwise

NOTES:

1. MADE TO QUEENSLAND MAIN ROADS SD1429

2. MADE WITH CONCRETE 40 MPa

3. THIS PRODUCT IS TO BE USED INCONJUNCTION WITH 

     STEEL GALVANISED STAR PICKETS 14046 AS SHOWN IN 3D DETAIL VIEW

4. GALVANISED STAR PICKETS TO BE PLACED AS PER SD1429 AT 100 mm APART

5. FOR CROSSFALLS GREATER THAN 1:6 UPTO AND INCLUDING 1:3 USING CONCRETE STEP TREAD

 

 

 

 

CONCRETE

APPROX. 80 kg

OFF MOULD

1220

26
0

50

 700 CTRS

x2  1.3 t LIFTING ANCHOR

SPACED 700 mm APART

x4 STAR PICKETS

POLE STEP TREAD


