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NOTES:
1. PRECAST CONCRETE SLIP BASE TO BE MANUFACTURED IN ACCORDANCE WITH
MRTS72 MANUFACTURE OF PRECAST CONCRETE ELEMENTS B 1146 N
2. MADE FROM 40 MPA CONCRETE CONCRETE SLIP BASE
3. TOBE USED IN CONJUNCTION IS T60 CONCRETE SURROUND TRI DWGH# 11847 (CODE 14582)
4. X3 UFTINGANCHORS 25t
5. TOSUIT CROSSFALLS GREATER THAN 1:2
x3 2.5t LIFTING ANCHORS Q
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CONCRETE COLLAR
(CODE 11847)
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LH END VIEW ( 1:20) FRONT VIEW ( 1:20)
General Notes;
1. All dimensions are in mm
2. Tolerance on all dimensions + 3 mmunless stated otherwise
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- | | Comlm. TRI Underground Australia Pty Ltd | | A CONCRETE IMD HL HA 23/03/2022 22/01/2022
) is cltTSthtlo‘n and gll the mformaﬂon hereinis the property of TR Underground PTY LTD. It nnust not be copled, Wpde public or used Weight Title CON SLI P BASE TO SUIT Tm PIT
irectly or indirectly, including manufacture of the product shown herein, without written approval. This instruction is loaned subject CREI-E
to these conditions and subject to return on demand. I Q APPROX 1600 .
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