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                                                                                Copyright: TRI Underground Australia Pty Ltd 

 
This instruction and all the information herein is the property of TRI Underground PTY LTD. It must not be copied, made public or used 

directly or indirectly, including manufacture of the product shown herein, without written approval. This instruction is loaned subject 

to these conditions and subject to return on demand.

                                                                                                                                                                                      Commercial in confidence

Material

Finish

Weight

General Notes;

1. All dimensions are in mm

2. Tolerance on all dimensions ± 1 mm unless stated otherwise

NOTES:

1. MADE TO SUIT T60 CIRCULAR PIT AS PER SD1681, TRI DWG 13978

2. MEETS CLASS B DESIGN LOAD AS3996:2019  

3. PITS MAY ONLY BE EXTENDED WITH THE APPROVEMENT OF THE PROJECT SUPERINTENDENT

4. RISERS ARE AVAILABLE IN BOTH 350 mm AND 275 mm HIGH OPTIONS

 

 

 




APPROX. 10 kg

OFF MOULD

27
5

10
 

x12 Ø 18 THRU HOLES
EQUALLY SPACED

TRI TUFF 
CIRCULAR PIT COLLAR

x12 M12x45 LONG HEX BOLT, 
NUT & WASHER (GALVANISED)

WALL THICKNESS
13 +/- 2

600

723Ø

LABEL


