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 Copyright: TRI Underground Australia Pty Ltd 

This instruction and all the information herein is the property of TRI Underground PTY LTD. It must not be copied, made public or used 

directly or indirectly, including manufacture of the product shown herein, without written approval. This instruction is loaned subject 

to these conditions and subject to return on demand.
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NOTES:

1. FIT ADHESIVE BACKED EXPANSION JOINT FOAM ROLL (WITH REMOVABLE TOP STRIP)

TO THE UPPER OUTER EGDE OF THE COLLAR WITH REMOVEABLE STRIP FACING UPWARDS.

2. AFTER CONCRETE IS SET REMOVE THE STRIP FROM THE TOP OF THE EXPANSION FOAM 

AND SEAL JOIN BETWEEN CONCRETE AND COLLAR WITH NON SHRINKING JOINT SEALANT 

NA

NA

NA

ADHESIVE BACKED EXPANSION

 JOINT FOAM ROLL (50 x 10)

TRITUFF COLLAR

T60/T100 CIRCULAR PIT

LIFT OUT REMOVABLE STRIP 
FROM THE EXPANSION FOAM

SEAL REMAINING JOIN WITH
NON SHRINK JOINT SEALANT

TRITUFF COLLAR

CONCRETE SLAB


